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PE CORRUGATED PIPE & FITTINGS
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Cong ty TNHH Hoa Nhua Dé Nhat Ia moét trong
nhiing doanh nghiép chuyén san xuat va cung
cap 6ng nhua va phu kién nhua tai thi truong
Viét Nam. V&i hé thong quan ly 1ISO 9001 cung
day chuyén may mac thiét bi hién dai, doi ngi
nhan vién c6 ky thuat va trinh do cao. Pam bao
cung cap cac dong san pham éng nhua cé chat
lugng tot cho thi trudng.

Ong PE gan xodn va phu kién clia ching téi duoc
san xuat bdi hé théng may moc hién dai, san
xuat cac sdn pham éng c6 dudng kinh tir D25 -
D250.

3 GIGCI THIEU CHUNG | INTRODUCTION I

The First Chemicals Plastic Company is one of the
company specializes in manufacture and suppy
plastic pipe and fitting at Viet Nam Market. With
I1SO 9001 Quality Control System and the modern
machinary and equipment system, professional
technique workers and high knowledge staffs.

PE corrugated pipe and fitting of our company are
manufactured by modern machinary system,
produce pipes with diameter from D25 - D250.

3 TINH NANG | PREPONDERANT I

So véi cac loai 6ng thép, 6ng nhua PVC, Ong gan xodn cé nhing uu diém vugt trdi nhu sau:

Compare with steel pipe, PVC plastic pipe. PE corrugated pipe have the outstanding advantages as following:

Ong cé chiéu dai lién tuc
Pipe have continuous lengths, reducing joints

Dé uén cong
Easy to bend

Kha nang chiu luc Ién
Good resistance to impact and pressure
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Kinh té
Economic efficiency

L3p datdé dang
Easy in installation



®» QUY CACH SAN PHAM | SPECIFICATION IS

Ong Gan Xoan Dé Nhat duoc san xuat tir nguyén The First Corrugated pipe are manufactured by

lieu HDPE chuyén dung cho san xuat ong chiu HDPE material which specifically designed to

luc, b& mit 6ng nhan, béng, mau sac déng nhat, produce pipe with strength resistance, smooth
thudng co mau cam. surface, homogereity in color, usually in orange.

Ong duoc cudn thanh tiing cudn cé chiéu dai Pipe roll into rolls, the length of roll will be changed

thay d6i tuy theo yéu cau cia khach hang. according to the request of customer.

Quy Céch sdn pham duoc néu trong Bang 1. Size and dimension of pipe are given in Table.
Pudng Puong Pudng Poday |BudcRen| DO daitiéu Ban kinh Chiéu Cao va
KinhDN | kinh trong | kinh ngoai chuan moéi uontdi | dudng kinh ngoai

cuénm thiéu clia cuén 6ng m
Nominal Inside Outer Thick Pitch Standard Minbend | Heightand outer
Diameter Diameter Diameter ness length/coil radius diameter of coil
(1) 2) (3) (4)
25 25+2,0 32+£20 1,5+0,3 8+05 300 -500 90 0,60x1,20
30 30+2,0 40+20 1,5+03 | 10+0,5 300 - 400 100 0,65x1,35
40 40+20 50+2,0 1,5+03 | 13+0,8 300 -400 150 0,65x1,40
50 50+25 65+25 1,7+03 | 177+1,0 200 - 300 200 0,75x1,45
65 65+25 85+25 20+03 | 21+£1,0 100 250 0,75x1,30
70 70+2,5 90+2,5 20+03 | 25+1,0 100 270 0,75x1,40
80 80+3,0 105+3,0 | 21+03 | 25+1,0 100 300 0,75x1,50
90 90+3,0 11M0+3,0 | 22+03 | 25+1,0 100 350 0,75x1,60
100 100 + 4,0 130+4,0 | 23+04 | 30+1,0 100 400 0,80x1,75
125 125+ 4,0 160+40 | 25+0,5 | 38+£1,0 50-100 400 0,80x1,80
150 150+ 4,0 195+40 | 28+0,5 | 4515 50-100 500 0.85x1,85
160 160 + 4,0 210+40 | 3,0+£05 | 5015 50-100 500 0,85x2,00
175 175+ 4,0 230+40 | 35+06 | 55+1,5 40-100 600 0,85x2,10
200 200+ 4,0 260+40 [ 40+£08 | 60+1,5 30-100 750 090x2,15
250 250+ 4,0 320+50 | 45+15 | 70+1,5 30-100 850 1,50x2,80

« Nén chon 8ng c6 dudng kinh trong t8i thiéu 16n hon 1,5 1an
dudng kinh ngoai ctia cap dién, va Ién hon 2 1an dudng kinh
ngoai clia cap thong tin.

Must choose the pipe which have minimum inner diameter
more than 1,5 time the outer diameter of the power cable or 2
times of the communication cable.

» Cac théng sé ky thudt c6 thé thay dbi trong qué trinh phat trién san phdm. Dé cé théng tin mdi nhat
vé san pham vui long lién hé véi cdng ty chung téi.

These technical index could be change through developing products. In order to be given newest information
about product, please contact with our Company.
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B PHUKIEN | FITTINGS I

Mang Song / Joint Sleeve
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Nap bit / End Cap
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Puong kinh danh nghia D2/ D1 L
Nominal Diamerter
30 47 65
40 61 85
50 72 110
65 91 135
80 111 165
100 142 215
125 174 230
150 204 260
200 267 275
- St dung lam dau bit.
- St dung lam méng séng ndi éng.
- Use as a conduit cap.
- Use for straight joining pipe.
Pudng kinh danh nghia/ D1 D2 L
Nominal Diamerter
30 26 50 40
40 36 65 50
50 45 78 60
65 60 97 75
80 74 115 85
100 93 144 105
125 116 176 130
150 141 205 150
200 189 272 185

Puoc van trudc vao dau 6ng dé bao vé cap khéng bi xudc hoidc

hu hai khi kéo cap.

Twisted into the end part of pipe before installation, to protect the

cable against being scratched or damaged when being pull in.

Dung dé ngan nglia di vat lot vao 6ng trong qua trinh van
chuyén va luu kho. Trong truéng hgp gén vao hé ga hodc lap

dat ngoai trai, can quan thém bang vulco va PVC chiu nuéc.

To prevent foreign matters from entering pipe during
transportation and storage. When pipe are fixed to a manhole or
are installed outdoor, additional wrapping of Vulco tape and PVC

water-resistant tape shall be needed.




Nut Cao su chdng nuéc / Waterproof cap

Puong kinh danh nghia / D1 D2 D3 L
Mominal diameter

30 10 25 43 56
40 10 35 55 75
50 10 40 68 82
65 10 55 88 116
80 20 70 108 118
100 20 90 135 162
125 20 110 163 172
150 30 132 198 212
175 30 150 233 252
200 30 160 265 284

Dung d& ngan ngira nudc lot vao dudng éng khi
ong duagc lap vao hé ga hay lap dat ngoai trdi.

Quy trinh thuc hién:

Lap nut cao su chéng tham lén dau éng nhua
xo0an va pht bang hén hap kin hudc hoac diing
cao su non. Quan bang cao su luu héalén trén va
dung bang PVC dé cé dinh 16p bang nay. Trudc
dd can cat dau cua nut cao su chong tham sao
cho 16 ctia né phu hop véi dudng kinh ngoai clia
cap. Khi gan 6ng nhua xoan vao hé ga, phan 6ng
du ra phai phu hgpvéi yéu cau quan bang trudc
khi gan vao ho ga.

To prevent water ingress when the pipe are
installed to a manhole or outdoor.

Application procedure:

Insert Waterproof cap into the end of pipe and
cover it with waterproof compound or sealing
tape. Wrap vulco tape around it and secure its end
with PVC tape. The end of the waterproof cap
should be cut beforehand to get a hole which
matches the outer diameter of the cable. If pipe is
fixed to a manhole, its protruding length should
match that required for taping it before fixing it to
the manhole.
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Bang Keo / Tapes

Dung dé lam kin méi néi khi néi 6ng Gan Xoan, Khi
nGi 6ng vai cac loai 6ng khac hoac khi néi 6ng vai
phu kién.

For Sealing joints between pipe, between pipe and
another kind of pipe, or between pipe and fittings.

Day méi / Pilot wire

Trong moi 6ng gan xoan Dé Nhat c6 1 day moi di In each PE Corrugated pipe have a pilot wire which
kém dung dé kéo cép. Kich thudc cta ddy méi, use for pulling the cable. Size of pilot wire, Tensile
dé bén kéo dut cia day méi tuong Uing vdi cac strenght of wire corresponding with diameter of
quy cach éng dugc thé hién trong Bang sau: pipe are shown as follow:
Puang Kinh Ong / Day moi / Pilot wire | D& bén kéo dut/
Diameter Tensile strenght
25-40 0,6 mm 200N
50-90 1,0 mm 400 N
110-160 1,5 mm 700N
175-250 2,0 mm 1.250N
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®» HUGNG DAN LAP DAT | INSTALLATION INSTRUCTIONS IS

Quy trinh néi ng dung mang séng / Procedure of joining pipes using joint sleeves

Van hét mang séng vao mét dau éng can
ndi theo chiéu kim déng hé, dung cua cit
nap clia mang soéng.

Completely a joint sleeve on the end of the
pipe to be connected by turning it clockwise.
Then cut off the lid with a saw.

Diing bang cao su luu héa quan bao quanh

phan cao sunon.

Make a wrapping over the sealing wraps,

using vulco tape.

Pua dau éng thi 2 can néi vao sat dau éng
da van mang séng. Xoay mang séng ngugc
chiéu kim déng hé cho dén khi diém tiép
xuc clia 2 dau éng nam gilla mang séng.
Put the end of the second pipe closely to end
of the first pipe with joint-sleeve. Turn the
joint-sleeve  counterclockwise until the
contact point of two pipe is right in the middle
of the joint-sleeve.

Cuédi cting dung bang keo PVC chiu nudéc

T O e
Lt

Ding biang cao su non quan chat ché tiép
xUc gilta méang séng vdi éng.

Wrap up tightly the gaps between the joint
sleeve and the pipe using sealing tape.

i LUV
3

quan tiép mét lan niia & ngoai cling.

Finally. Make another wrapping outside,

using PVC water-resistant tape.

Can lam va can tranh khi lap dat 6ng nhua gan xoan /

What to do and to avoid when Pipe installation

L Plng/ Correct

Dudi 8ng bang cach lan cudn éng BFP doc theo ranh. Khéng kéo, @€ 8ng khéng bi xodn.

\ Sai/Wrong

BFP coil shall be unwound by rolling it along the trench. If pulled along without being rolled, BFP will twist.

Céng ty TNHH Hoa Nhya bé Nhat | o7
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Day ranh phai bang phang min va dugc nén chat. C6 thé dung ngay dat vira dao dé lap ranh.
(Ap dung khi dat 8ng ngang dudng).
The trench bottom shall be level, soft and compacted tightly. The soil dug out may be used for backfilling.

L Sai/Wrong

Khi lap, tranh [am véng dudng 8ng.
Don't cause BFP conduits to sag, deform during trench filling.

\ Sai/Wrong

D36 cat vao gbi dé. Khéng dé truc tiép |én 6ng BFP.
Pour sand on buffers. Don't pour directly sand on BFP.

Kiém tra xem trong 8ng cé vét la, ¢é bi cong hay khéng.
Checking BFP for void and straightness.
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Pao Ranh / Trenching

Tiét dién ranh dao tuy thudc vao sé dudng 6ng sé dat nham dém bao C
khodng céch an toan giita cac 6ng. Khéng dat 6ng trén nén dé ciing hoac da
sdi. Nén san phdng day ranh va phu cét trudc khi dat 6ng.

Khoang cach tiéu chuanavab

D 30, 40, 50,65:a=b = 50mm

D 70, 80, 90,100, 125, 150: a = b =70mm
D 160, 175, 200, 250:a =b = 100mm

C:trén 0,3m véi moi kich ¢& 8ng. Trén 0,6m néu dudng éng chiu ap luc dé.

X
© o

The trench cross section is determined by the number of pipe to be laid to ensure
the safety distance between pipes. Must not laid pipe direcly on rocks or pebbles. The trench bottom should be leveled

and covered by sand before laying pipe.

Standard distance a and b

D 30,40, 50, 65:a=b=50mm

D 70, 80,90, 100, 125, 150: a=b =70mm
D 160, 175, 200, 250: a=b = 100mm

C: More than 0,3m for all pipe's size. More than 0,6m if pipe are under pressure.

Pt Ong / Laying

Khi l13p 6ng can luu y khéng dé dat cat, nudc lot qua dau éng. Duédi thdng éng
bang cach 13n cudn 8ng doc theo ranh, tranh éng bi xoan.

It should be carefully to laid pipe to prevent soil, prepper and water entering it. Pipe
should be laid by rolling along the ground to prevent twist.

Sap Ong & Lap Cat / Sand filling

Khi ¢6 nhiéu éng lap song song v&i nhau can duy tri khoang cach clia cac éng

theo hinh minh hoa phia trén.

When two or more pipe are to be laid in parallel in the same trench, they should be

arranged with the specific distance as shown in Fig.

Lap Ranh / Filling

Dung dat hoidc cat lap ranh dé hoan thanh céng tac
dat dudng éng.

Kéo cap / Cable pulling-in

Kéo cap vao dudng éng bang cach st dung day moi
da cé sdntrong 8ng. Chi sir dung day méi dé ludn day
kéo cap (tham khao muc day méi, phan phu kién).

After conduits are checked for void by passing a test rod
through them, fill in the trench to complete the laying.

Cables should be then pulled into Pipe by using the pilot
wire previously accomodated in Pipe. The pilot wire
should be used only to draw cable-pulling wires
through Pipe conduits.
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PIA CHi LIEN LAC
PLEASE CONTACT AT:

Nha May tai Long An:

Ap 5, Xa Biic Hoa Déng,

Huyén Buc Hoa, Tinh Long An

Dién Thoai: 028.38772042 - Fax: 0272.3779160

Nha May tai Hai Dudng:

KCN Nam Sach, Xa Ai Quéc,

Huyén Nam Sach, Tinh H&i Dudng

Dién Thoai: 02203.751607 - Fax: 02203.751177

Chi Nhanh Ha Néi:

S6 18 Ngd 1, Budng Pham Hung,

Huyén Tu Liém, Ha Noi

bién Thoai: 043.785.2244 - 043.785.2255
Fax: 043.785.8809

VPBD Cén Tho:

3B22 Khu Dan Cu 91B, Phudng An Khanh
Quan Ninh Kiéu, TP. Can Tho

Dién Thoai: 0292.3782871 - Fax: 0292.3782870

VPBD Nha Trang:

40/11 T6 Hiéu, P. Vinh Nguyén,

TP. Nha Trang, Tinh Khanh Hoa

bién Thoai: 058.3880436 - Fax: 058.3880437

VPBD Pa Néng:

459 Nguyén Hu Tho, Phudng Khué Trung,
Quan Cém Lé, Tp. ba Nang

Dién Thoai: 0236.355 1585 - Fax: 0236.355 1586

Factory in Long An:

Hamlet 5, Duc Hoa Dong Village,

Duc Hoa Town, Long An Provinve

Tel: 028.38772042 - Fax: 0272.3779160

Factory in Hai Duong:

Nam Sach Industrial Park, Ai Quoc Commune,
Nam Sach District, Hai Duong Province

Tel: 02203.751607 - Fax: 02203.751177

Ha Noi Branch:

1/18 Pham Hung Street,

Tu Liem District, Ha Noi

Tel: 043.785.2244 - 043.785.2255
Fax: 043.785.8809

Can Tho Representative Office:

3B22 Residential Area 91B, An Khanh Ward,
Ninh Kieu District, Can Tho City

Tel: 0292.3782871 - Fax: 0292.3782870

Nha Trang Representative Office:

40/11 T6 Hiéu Street, Vinh Nguyen Ward,
Nha Trang City, Khanh Hoa Province

Tel: 058.3880436 - Fax: 058.3880437

Da Nang Representative Office:

459 Nguyen Huu Tho Street, Khue Trung Ward,
Cam Le District, Da Nang City

Tel: 0236.355 1585 - Fax: 0236.355 1586

Website
www.nhuadenhat.vn | www.denhatplastic.com
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75-77 Budng Calmette, P. Nguyén Thai Binh, Q.1, TP.HCM
Pién Thoai: 62915599 - 62915596
Fax: 62915598 - 62915597
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